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Abstract
In this paper we extend the phase-field model of crystallographic slip of Ortiz
(1999 J. Appl. Mech. ASME 66 289–98) and Koslowski et al (2001 J. Mech.
Phys. Solids 50 2957–635) to slip processes that require the activation of
multiple slip systems, and we apply the resulting model to the investigation
of finite twist boundary arrays. The distribution of slip over a slip plane is
described by means of multiple integer-valued phase fields. We show how all
the terms in the total energy of the crystal, including the long-range elastic
energy and the Peierls interplanar energy, can be written explicitly in terms
of the multi-phase field. The model is used to ascertain stable dislocation
structures arising in an array of finite twist boundaries. These structures are
found to consist of regular square or hexagonal dislocation networks separated
by complex dislocation pile-ups over the intervening transition layers.
(Some figures in this article are in colour only in the electronic version)
1. Introduction
The scope of the work presented in this paper is twofold. First, we extend the phase-field
model of crystallographic slip of Ortiz [1] and Koslowski et al [2] to slip processes that
require the activation of multiple slip systems. Second, we apply the resulting model to
the investigation of twist boundaries of finite extent. Ortiz [1], and later Koslowski et al [2],
proposed the use of an integer-valued phase field as a device for describing complex dislocation
arrangements on a slip plane. In this representation, the value of the phase field at a point on
the slip plane counts the number of dislocations that have crossed over the point, accounting
for the sign of the crossing. From the standpoint of kinematics of plastic deformation, the
phase field may variously be regarded as a normalized displacement jump across the slip plane
in the direction of the Burgers vector or as a normalized slip strain concentrated on the slip
plane. Finally, the present notion of a phase field emanates directly from the Peierls concept of
an interplanar potential as the energetic basis for the formation of stable discrete dislocations
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in crystals. Owing to the periodicity of the lattice, the constrained Peierls potential may be
expected to itself be periodic and hence possess a countable number of minima, or wells. Each
well corresponds to slip by an integer multiple of the Burgers vector. Within this energetic
framework, the value of the phase ﬁeld at a point designates the well, or phase, the point is in,
hence the term phase ﬁeld.
When more than one slip system becomes active on a slip plane, the description of
crystallographic slip requires the use of multiple phase ﬁelds, each representing the activity on
one of the slip systems. This multi-phase ﬁeld representation provides the precise information
required to evaluate all the terms in the total energy of the crystal: the long-range elastic energy;
the Peierls interplanar energy; and the interaction energy with an applied or built-in elastic
stress ﬁeld.
Dislocations in ductile single crystals are often observed to arrange themselves into low-
energy conﬁgurations in the form of planar networks and sub-grain boundaries [3–5]. Energy
minimization provides a means of understanding these relaxed dislocation structures [6, 7].
Inelastic effects such as hysteresis and the Bauschinger effect can also be investigated within a
similar variational framework through the interaction of a dislocation ensemble and randomly
distributed obstacles [2, 8].
Dislocation networks can play an important role in the effective response of crystals [9,10].
For instance, Bulatov and Cai [9] have shown that co-planar dislocations can increase their
mobility by reacting to form networks. From atomistic simulations they have found that the
critical stress to move a network in a [110]-plane of bcc molybdenum is 50% smaller than that
required to move an isolated dislocation.
In a continuum setting, sub-grain dislocation networks have been studied analytically
[4, 5, 11–13] and computationally [9, 14–16]. Analytical studies have been for the most part
limited to inﬁnite planar dislocation arrays and based on simple kinematics and geometrical
arguments such as Frank’s relation or on line-tension models that neglect elastic interactions and
the structure of the dislocation nodes [4,11,13]. Computational models that regard dislocations
as elastic line defects are often beset by the cost of evaluating the long-range elastic interactions
between each pair of dislocation segments and by the sensitivity of the results to the choice of
the interaction cut-off radius [14].
By way of illustration, we apply the multi-phase ﬁeld model to the investigation twist
boundaries. The speciﬁc geometry under consideration in this work consists of a periodic
array of twist boundaries of ﬁnite size, each of which is forced to undergo a prescribed twist
angle. The periodic cells may be regarded as loosely representing individual grain boundaries
in a polycrystalline material. While this geometry is somewhat contrived and is chosen mainly
for computational convenience, it nevertheless gives rise to a nontrivial dislocation pattern
and it serves to illustrate the range and scope of this model. Of primary interest in this
problem is whether regular dislocation networks are established within the twist regions, the
size and geometry of the networks, and the geometry of the transition pile-ups that form at cell
boundaries.
The operative principle determinant of the relaxed dislocation arrangements is assumed
to be energy minimization. The dislocation pattern is therefore governed by the following:
the long-range elastic interaction between dislocation segments; the structure and energy of
dislocation nodes; and the angle of misorientation between the crystals. The stable dislocation
conﬁgurations are computed by means of a Metropolis Monte Carlo algorithm. We consider
slip system geometries that result in square and hexagonal dislocation networks [3–5]. The
ability of the approach to predict complex dislocation patterns is noteworthy. A dimensional
analysis of the energy also reveals useful scaling relations involving the cell size, Burgers
vector size, and twist angle.
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2. Multi-phase ﬁeld representation of crystallographic slip
In this section we introduce the multi-phase ﬁeld representation of crystallographic slip and
attendant dislocation structures. As in the previous work of Ortiz [1] and Koslowski et al [2],
we consider slip processes occurring on a single slip plane. However, we extend the work of
Koslowski et al [2] to allow for simultaneous activity on more than one slip system through
the use of multiple phase ﬁelds. The primary objective of this section is to obtain an explicit
expression for the total energy of the crystal in terms of the multi-phase ﬁeld.
In the linearized kinematics approximation, the plastic deformation in a crystal admits the
representation
β
p
ij =
n∑
α=1
γ αsαi m
α
j , (2.1)
where γ α , sα , and mα are the slip strains, slip direction, and slip-plane normal corresponding
to slip system α, and n is the number of slip systems of the crystal. The slip directions are in
turn deﬁned as sα = bα/bα , where bα is the Burgers vector corresponding to slip system α and
bα = |bα|. Nye’s dislocation density tensor [17] follows from the plastic deformation as
αil = βpij,kekjl, (2.2)
where, here and subsequently, a comma denotes partial differentiation and ekjl are the
components of the permutation tensor. The deﬁning property of α is that
bi() =
∫

αilnl dS, (2.3)
where b() is the total Burgers vector of the dislocations crossing the oriented surface .
The elastic energy of the plastically deformed crystal is
E =
∫ 1
2
cijkl(ui,j − βpij )(uk,l − βpkl) d3x, (2.4)
where u is the displacement ﬁeld, cijkl = cjikl = cij lk = cklij are the elastic moduli of the
crystal, and the crystal is assumed to be of inﬁnite extent. Minimizing out the displacement
ﬁeld with the aid of the Fourier transform gives the reduced energy [2]
Eint = 1
(2π)3
∫ 1
2
Aˆmnuv(k)βˆpmn(k)βˆp∗uv (k) d3k, (2.5)
where, here and subsequently, a superposed (ˆ) denotes the Fourier transform of a function and
Aˆmnuv(k) = cmnuv − ckluvcijmnGˆki(k)kj kl. (2.6)
In this expression, G(x) is the Green’s tensor of linear elasticity, and Gˆ(k) its Fourier transform.
Mura [18] has shown that Eint can also be expressed in terms of Nye’s dislocation density
tensor (2.2).
Suppose now that the plastic deformation of the crystal is conﬁned to a single plane, which,
for deﬁniteness, we take to be the (x1, x2)-plane. Then, the plastic deformation tensor is of
the form
β
p
ij (x) =
n∑
α=1
γ α(x1, x2)s
α
i δ3j δD(x3), (2.7)
where δij are the components of Kronecker’s delta, and δD denotes Dirac’s delta distribution.
We additionally introduce the representation
γ α = b
α
dα
ζ α, (2.8)
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wheredα is the interplanar distance across the slip plane and ζ α may be regarded as a normalized
slip distribution function. Using this representation equation (2.7) becomes
β
p
ij (x) =
n∑
α=1
1
d
ζ α(x1, x2)b
α
i δ3j δD(x3). (2.9)
Integrating the displacement gradients across the slip plane and taking into account (2.9) and
the boundedness of the elastic deformations, we further obtain the identity
[[ui]](x1, x2) =
n∑
α=1
ζ α(x1, x2)b
α
i , (2.10)
which gives the displacement jump across the slip plane in terms of the slip ﬁelds. Inserting
(2.1) into (2.5), the elastic energy specializes to
Eint[ζ] = 1
(2π)2
∫ 1
2
ζˆ
T
Aζˆ
∗ d2k, (2.11)
where
Aαβ(k1, k2) =
∫ ∞
−∞
Aˆi3k3(k)bαi b
β
k dk3 (2.12)
are interaction coefﬁcients, and, for convenience, we collect all normalized slip functions into
the multi-slip ﬁeld ζ ≡ {ζ 1, . . . , ζ n}.
Following [2], we suppose that, in addition to the elastic energy, the short-range interatomic
interactions across the slip plane introduce an additional term in the energy that can be
approximated by the piece-wise quadratic Peierls potential [19]
φ(ζ, ξ) =
n∑
α=1
min
ξα∈Z
1
2
Cα(ζ α − ξα)2, (2.13)
where
Cα = 1
dα
ci3k3b
α
i b
α
k (2.14)
and ξα is an integer-valued phase ﬁeld for slip system α. The Peierls potential (2.13) is a
periodic function in each of the variables ζ α with a countable number of minima, or wells.
The function ξα(x1, x2) labels the well, or phase, of the α system that the point (x1, x2) is in,
hence the term ‘phase ﬁeld’. The interplanar energy has the effect of forcing the slip ﬁelds
ζ α to take near-integer values close to ξα . Thus, the corresponding displacement jump (2.10)
across the slip plane consists of near-integer multiples of the Burgers vectors separated by rapid
transitions, or cores, across the dislocation lines. The ﬁeld ξα(x1, x2) may also be regarded as
a counter that keeps track of the number of dislocations of type α that have crossed over the
point (x1, x2). For notational convenience, we introduce the diagonal matrix
Cαβ =
{
Cα, if β = α,
0, otherwise, (2.15)
whereupon the Peierls potential takes the form
φ(ζ, ξ) = min
ξ∈Zn
1
2 (ζ − ξ)TC(ζ − ξ). (2.16)
The total interplanar energy is
Ecore[ζ, ξ] =
∫
φ(ζ, ξ) d2x, (2.17)
which measures the misﬁt or core energy of the dislocations.
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In the absence of applied stresses, the total energy of the crystal is the sum of its elastic
interaction energy and its interplanar energy, i.e.
E = Ecore + Eint. (2.18)
Inserting (2.11) and (2.17) in (2.18) leads to the energy
E[ζ] = inf
ξ∈X
E[ζ | ξ], (2.19)
where X represents some suitable conﬁguration space of integer-valued phase ﬁelds and
E[ζ | ξ] =
∫ 1
2
(ζ − ξ)TC(ζ − ξ) d2x + 1
(2π)2
∫ 1
2
ζˆ
T
Aζˆ
∗ d2k. (2.20)
The stable conﬁgurations of the dislocation ensemble may be identiﬁed with the relative minima
of the energy (2.19), leading to the minimization problem
inf
ζ∈Y
inf
ξ∈X
E[ζ | ξ], (2.21)
where Y is some suitable conﬁguration space for the slip ﬁelds. At this point we note that the
energy (2.20) is quadratic in the multi-slip ﬁeld ζ. Therefore, the minimization with respect
to this ﬁeld can be carried out explicitly. To this end, we apply Parseval’s identity to (2.20) to
obtain
E[ζ | ξ] = 1
(2π)2
∫ 1
2
(ζˆ − ξˆ)TC(ζˆ∗ − ξˆ∗) d2k + 1
(2π)2
∫ 1
2
ζˆ
T
Aζˆ
∗ d2k. (2.22)
The minimization with respect to ζˆ can now be effected pointwise, with the result
ζˆ = (A + C )−1Cξˆ (2.23)
and
E[ξ] = inf
ξ∈Y
E[ζ | ξ] = 1
(2π)2
∫ 1
2
ξˆ
T[C − C(A + C)−1C]ξˆ∗ d2k, (2.24)
which expresses the total energy of the crystal in terms of the multi-phase ﬁeld ξ. The elastic
interaction matrix A is homogeneous of degree 1 in k, and hence (A + C)−1C = I at k = 0 and
(A + C)−1C → 0 for |k| → ∞. Hence, the operator (2.23), which maps ξ to ζ, is a molliﬁer
whose effect is to smooth out the core regions.
The problem of determining energy-minimizing dislocation networks within a slip plane
is now reduced to minimizing the energy (2.24) with respect to the integer-valued multi-phase
ﬁeld ξ under the action of applied forcing, e.g. in the form of an applied shear stress; in
the presence of obstacles to the motion of dislocations, such as second-phase particles and
secondary dislocations or under the action of a prescribed crystallographic misorientation
across the plane, e.g. at a grain or sub-grain boundary. This latter case is considered in the
remainder of this paper.
3. Simulation of twist-boundary arrays
In this section we apply the general framework developed in the foregoing to the simulation
of a periodic array of ﬁnite twist boundaries. The displacement jump across an unrelaxed
small-angle twist boundary coincident with the (x1, x2)-plane is
[[u]](x1, x2) = θ(−x2, x1) = θe3 × x, (3.1)
where θ is the twist angle and e3 is the unit normal to the slip plane. This slip distribution
must be matched on average by the displacement jump (2.10) resulting from the multi-phase
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ﬁeld. This kinematic constraint drives the development of dislocation networks on the twist
boundary.
The speciﬁc geometry under consideration consists of a periodic array of square grain
boundaries of size L on the (x1, x2)-plane, each of which is forced to undergo a prescribed
twist angle θ . In calculations, we enforce the constraint in the following average sense:∫
B
(
n∑
α=1
ξαbα − θe3 × x
)
d2x = 0, (3.2)
where B is the prescribed twist region. The problem then is to minimize the energy (2.24) of
the crystal with respect to the integer-valued multi-phase ﬁeld ξ subject to the constraint (3.2).
Equivalently, we may demand the stationarity of the Lagrangian
L[ξ, τ ] = E[ξ] − τ ·
∫
B
(
n∑
α=1
ξαbα − θe3 × x
)
d2x, (3.3)
where τ are Lagrange multipliers that may be interpreted as resolved shear stresses.
It is instructive to express the Lagrangian in dimensionless variables. To this end, suppose
for simplicity that the Burgers vector length is the same for all systems. Introduce dimensionless
coordinates x˜i = xi/L and energy E˜ = E/(µb2L2/d), where µ is a representative shear
modulus. Then the normalized Lagrangian takes the form
L˜[ξ, τ˜ ] = E˜[ξ] − τ˜ ·
∫
B˜
(
n∑
α=1
ξαsα − θ˜e3 × x˜
)
d2x˜, (3.4)
where τ˜ = τ/(µb/d) and θ˜ = θ/(b/L). This simple dimensional analysis shows that
the solution depends on the twist angle, θ , through the dimensionless group θ/(b/L), and
consequently the effect of scaling the twist angle, θ , at ﬁxed b and L is identical to the effect
of an equal scaling of L or b−1 at ﬁxed θ .
A cursory inspection of the normalized energy, E˜[ξ], shows that it depends sensitively on
the dimensionless parameter L/d . This dependence arises from the competition between
the elastic and interplanar energies and illustrates the effect of conﬁnement. Two well-
differentiated regimes may be identiﬁed in the behaviour of the system as a function of the
parameter L. Thus for small L/d , the dislocation cores overlap and network formation is
suppressed. This regime may be of relevance to nanostructured crystals. Conversely, for
large L/d it is possible to ﬁt networks consisting of well-separated dislocation within the
cell, and dislocation networks become a likely competitor for energy minimization. The
constrained minimization problem (3.4) can be solved in closed form for inﬁnite size domains.
We also solve the problem for ﬁnite size twist boundaries using a Metropolis Monte Carlo
algorithm [20–22]. A chief advantage of the present formulation is that it is amenable to
the application of analytical tools such as the Fourier transform. This greatly facilitates the
computation of the long-range elastic energy of the crystal, which is local in Fourier space.
By contrast, the integer-valuedness constraint of the phase ﬁelds is most naturally enforced in
real space, and in calculations we alternate between both representations through the use of the
fast Fourier transform. The Metropolis Monte Carlo algorithm generates random multi-phase
ﬁelds in accordance with the distribution exp{−βL[ξ, τ ]}, where β = 1/kBT . We follow a
standard simulated annealing approach, i.e. the calculations start at a high temperature, T , in
order to thermalize the system, and subsequently the temperature is lowered in order to ﬁnd
low energy conﬁgurations.
For deﬁniteness, we consider a cell size [−L,L] = 1000b. The prescribed twist region
is chosen to be the circle of radius r = L/2 in order not to have overlap between dislocations
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corresponding to neighbour cells. The phase ﬁelds are sampled on a grid of size h = 10b and
containing 104 grid points. The range of the rotation angle in the simulations is limited by the
size of the cell and grid. Following Frank’s rule [4,11,13], the distance between dislocations in
a twist boundary is D = b/θ ; therefore we need the grid size to be smaller than D, and the cell
size should satisfy L/2 > D. For simplicity, the crystal is assumed to be elastically isotropic.
The values of the parameters are chosen to represent copper, i.e. µ = 5.5 × 1010 N m−2,
ν = 0.324, and b = 2.56 × 10−10 m, where µ is the shear modulus and ν denotes Poisson’s
ratio.
3.1. Square networks
In keeping with observation [3–5], we consider square networks on (001)-planes resulting
from activity on two systems deﬁned by the pair of Burgers vectors
b1 = b2 (1, 0, 0), (3.5a)
b2 = b2 (0, 1, 0). (3.5b)
For this geometry, (2.10) specializes to
[[u1]] = bζ 1, (3.6a)
[[u2]] = bζ 2, (3.6b)
whereas the interaction matrix (2.12) evaluates to
A = µb2


k22√
k21 + k
2
2
+
1
1 − ν
k21√
k21 + k
2
2
ν
2 − 2ν
k1k2√
k21 + k
2
2
ν
2 − 2ν
k1k2√
k21 + k
2
2
k21√
k21 + k
2
2
+
1
1 − ν
k22√
k21 + k
2
2

 . (3.7)
Figure 1 shows the computed low-energy dislocation conﬁgurations for twist angles
θ = 0.01 and 0.05. The dislocation ensemble consists of two species of dislocations belonging
to each of the active slip systems. In the plot the dislocations are identiﬁed as the lines across
which the corresponding phase ﬁeld jumps by one. It is interesting to note that the dislocations
form two main structures: a dislocation pile-up tracing the circle r = L/2, which bounds the
region where a twist is prescribed and a regular square network inside the twist region. The
topology of the dislocation loops is clearly evident in ﬁgure 1(a) and, upon careful inspection,
in ﬁgure 1(b) as well. Thus, the dislocation loops consist of arcs of circle closed off by the
corresponding chords, bounding lenticular slip regions of constant phase ﬁeld. The chords are
aligned with the Burgers vectors and thus consist of screw segments. Two families of loops
are superposed, corresponding to activity in each of the systems and to chords in each of the
directions of the square network. A sequence of lenticular slip regions of varying depths are
stacked so that the circular segments pile-up tightly and the corresponding chords form an
evenly spaced square network.
By way of reference we note that an inﬁnite twist boundary can be accommodated by
means of a regular square network. The corresponding phase ﬁelds follow from (3.1), (3.6a),
and (3.6b) as
ξ 1 = PZ
(
−θx2
b
)
, (3.8a)
ξ 2 = PZ
(
θx1
b
)
, (3.8b)
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b1
b
(a) (b)
2
b1
b2
 = 0.01 (b)  = 0.05
Figure 1. Low-energy dislocation conﬁguration in a periodic array of twist boundaries, consisting
of a regular square network in the interior of the twist region and dislocation pile-up along its
boundary.
Figure 2. Dislocation spacing within the square dislocation networks forming in a periodic array
of twist boundaries.
where PZ denotes the closest-integer projection. These phase ﬁelds represent arrays of parallel
dislocations at a distance
D = b
θ
(3.9)
in agreement with Frank’s relation (e.g. [11,13]). Figure 2 compares the dislocation separations
computed for a twist-boundary array with those predicted by Frank’s relation for an inﬁnite
twist boundary, equation (3.9). As is evident in the ﬁgure, within the parametric range covered
by the calculations the computed dislocation separation follows Frank’s relation closely.
The geometry and topology of the dislocation conﬁguration resulting from the calculations
can be given an energetic and geometrical interpretation. First, the topological constraint that
dislocations form closed loops or networks is satisﬁed by the stacking of closed lenticular
loops. The geometry of the loops serves two main purposes. First, the circular arc pile-up
accommodates the transition from slip to no slip across the boundary of the twist region.
Second, the chord segments accommodate the slip over the twist region roughly in accordance
with (3.8a) and (3.8b). The orientation of the chords as screw segments also owes to energy
minimization as for ν > 0 screw segments have a lower energy than do edge segments.
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b1
b2
b
(a) (b)
3
b1
b2
b3
 = 0.01   = 0.05
Figure 3. Low-energy dislocation conﬁguration in a periodic array of twist boundaries, consisting
of a regular hexagonal network in the interior of the twist region and dislocation pile-up along its
boundary.
3.2. Hexagonal networks
According to theory and observation [3–5], in fcc crystals hexagonal networks are expected to
form on (111)-planes owing to activity on three systems of Burgers vectors
b1 = b
(
1
2
,
√
3
2
, 0
)
, (3.10a)
b2 = b
(
1
2
,−
√
3
2
, 0
)
, (3.10b)
b3 = b1 + b2, (3.10c)
where all components refer to a reference frame in which the x3-axis is normal to the plane
of the network and the x1 is aligned with b3. Evidently, only two of these vectors are
linearly independent, and any displacement jump across the plane can be expressed as a
linear combination of two Burgers vectors, e.g. b1 and b2. By virtue of this choice, (2.10)
specializes to
[[u1]] = 12bζ 1 + 12bζ 2, (3.11a)
[[u2]] =
√
3
2
bζ 1 −
√
3
2
bζ 2, (3.11b)
whereas the interaction matrix (2.12) evaluates to
A = µb2


(4 − 3ν)k21 + (4 − ν)k22 − 2
√
3νk1k2
8(1 − ν)
√
k21 + k
2
2
(2 − 3ν)k21 + (2 + ν)k22
8(1 − ν)
√
k21 + k
2
2
(2 − 3ν)k21 + (2 + ν)k22
8(1 − ν)
√
k21 + k
2
2
(4 − 3ν)k21 + (4 − ν)k22 + 2
√
3νk1k2
8(1 − ν)
√
k21 + k
2
2


.
(3.12)
Figure 3 shows the computed low-energy dislocation conﬁgurations for twist angles
θ = 0.01 and 0.05. The dislocation ensemble consists of three species of dislocations belonging
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Figure 4. Dislocation spacing within the hexagonal dislocation networks forming in a periodic
array of twist boundaries.
to each of the three active slip systems. In the plot the dislocations are identiﬁed as the lines
across which the one of the phase ﬁelds jumps by one. Since the dislocations trace the level
contours of a function, they necessarily form either networks or closed loops. Indeed, as in the
case of the square networks, the dislocations form two main structures: a regular hexagonal
network inside the twist region and a pile-up of dislocation arcs that close the end segments
of the network. All the dislocation segments within the network have a screw character, as
expected from energy minimization.
Again we note by way of reference that an inﬁnite twist boundary can be accommodated
by means of a regular hexagonal network. The corresponding phase ﬁelds follow from (3.1),
(3.11a), and (3.11b) as
ξ 1 = PZ
((
θ
b
)(
x1√
3
− x2
))
, (3.13a)
ξ 2 = PZ
((
θ
b
)(
− x1√
3
− x2
))
, (3.13b)
where, as before, PZ denotes the closest-integer projection. These phase ﬁelds represent a
hexagonal array of parallel dislocations at a distance
D = b
θ
(3.14)
in agreement with Frank’s relation. Figure 4 compares the dislocation separations computed for
a twist-boundary array with those predicted by Frank’s relation for an inﬁnite twist boundary,
equation (3.14). As is evident in the ﬁgure, within the parametric range covered by the
calculations the computed dislocation separation follows Frank’s relation closely.
4. Summary and concluding remarks
We have generalized the phase-ﬁeld model of Koslowski et al [2] to processes requiring the
activation of multiple slip systems on a slip plane. The energetics accounted for in the model
include the core energy of the dislocations and the long-range elastic interaction between the
dislocations in the slip plane. For inﬁnite domains we ﬁnd a closed form solution for square
and hexagonal networks. The closest-integer projection renders the formation of networks
that are in agreement with observations of twist boundaries [3, 4] with the correct dislocation
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spacing. This is a clear advantage over approaches based on noninteracting dislocations or a
line-tension approximation [4, 11, 13].
The scope of the approach has also been demonstrated by means of an application
concerned with the ﬁnite twist-boundary arrays. The theory predicts true dislocation networks
in that the cores of dislocations of different types interact so as to form low-energy nodes. The
simulated dislocation patterns are not affected by the grid size, h, given that the sampling grid
is small enough to capture the dislocation spacing, i.e. h  D.
The dislocations in the patterns are of pure screw character, as expected from energetics,
and the spacing between the dislocations in the network is in agreement with Frank’s relation.
In closing, we note that an advantage—as well as a limitation—of energy minimization
as a governing principle is that it naturally predicts the equilibrium dislocation structures
independent of initial conditions or distribution of sources.
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